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STAINS 
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CREOSOTE STAINS versus PAINTS. 

Wood _ e stains take theii name 

Preservation. fro |g qJ (|ri mQs) lm|)()1| , 

dienl I i well-known 

preservative oi ill ^egel ible tissues. This sub 

si, ■ unites with ill.' ,i 1 1 uuninous or sappy part 

n ..I. whii I) is natui a 

.mil forms with il i pound which resembles 

leather, and like it resists all organic decomposi- 
tion. In a few hours the Creosote of tile Stains 
.Hid thoroughly preserve- tl 

rnown." — 
Trautwein. 

.1 not subject to dry 
I 'entury Dictionary. 

than i ■ 

.ill not attack Creosoted wood, which 

[ualities, 

makes the Stains especially valuable in the 

South, in pi. i hi white 

and even under water they resist the teredo, 

or naval v\ We aloni have the right to 

maki ' itented. 

hi il. 

the evaporation of the moisture which always 



gathers on the under side. This 1 
ning down into the butt of the shingle, causes il 
to rol vi n rapidly ; and it is often the < asi thai 
,i painted shingli w hi< h li m iks si iund from the 

outside will be found to 1 ipl< b :lj rotted 

away underneath. There is no wood preserving 
ingredient in paint. On the other hand, Creo- 
sote Stains, being thin and in the wood, form no 
skin, and permit the ready evaporation oi anj 
moisture which ma) gel into the shingles; and 

Crei I abso 
wet or dry rot. Everj ingri dienl i A i mi Stains 

■ i ial effi i i upon th( w I. 

i : havi ■ era] great advantages 

over oil and chemical paints. First in 

practical in Eacl that th< \ an 

more than fifty per cent, cheaper than paint. For 

example: the beautiful brown hadi numbered 

140 to 150, which give very closeh, tl eel 

of old weath ■ ■ h I al I I th 

nl ■ nil il ■ t 1 1 

u, ; tO 199 COSl 

only one-half as iinu h as paint. Thej an al 
In aper to apply than paint, skilled 
labor is ii' 
can put them on ■ and, il 

applied by brush < oal r»| in al I 

half the til 

on paint h hould 

1I1 win. li the ivoi 

ppei ! 

but the tl 
gives an ai 

houli 



istic The superiority of Creosote Stains 

«*■ over paint from an artistic poinl oi view 

is apparent at once to all who have seen them 
side by side. Paint is a liquid veneer, which is 
meant to and does cover the wood completely, 
replacing the grainy surface of the wood with its 
monotony: and for this reason it is 
proper to paint all smooth planed wood, which 
is used for its utility and without regard for 
beauty. But on rough-sawed surfaces paint is 
lumpy and gives a crude effect, entirely masking 
the grain of the wood -one of the chief beau- 
ties of shingled houses — and in.il 
shingle but a mere repetition of the last. This 
painty veneer gradually becomes oxidized and 
grows darker with age. or cracks and peels off, 
presenting a shabln and unpleasant appearance. 
To entirely prevent this, 
the best paint has to be [9 
renewed every three or tl 
foui years, and su< h paint ra 

will hardly stand two years - . 
without freshening. 
( reosote Staii 
transparent, the best pig- 
ments being used in the I 
composition in order to \% 

• i red strength of I 
color with the smallest I'j 
possible quantity of pig- 



ad oi 
of the 






nhan 



beauty by rendering the 

grain lines more prominent. Thus, as the tex- 
ture of each shingle is different, each appeal 
as if Heated in detail. I 'it osote Mains , annul 



41 



■ 
tan tj 



Creosote lf >> is desired to stain over paint 

Stains over lli.it has been on for some time and is 

Paint, quite badly worn, it can be done with 

the colors, but the darker, heavier 

ork best, and these are perfectly satis- 

\ light Stain should not be applied 

irk paint. We do noi recommend the 

nted work, 

red, and the - Stain 

ible in such cases. 

Paint over Paint works perfectly well over our 

Creosote Stains, and for this reason they are 

Stains. admirable primers of smooth surfaces 

where paint is to be used, for they till the wood, 

and the preserving properties of the Creosote 

are a great advantage which cannot 

primers. Paint used ovei 

coat will never mildew. 

Not only ible to rich and delicate 

Shingles treatment with Creosote Stains, and at 

but a much less cost than is incurred to 

Clapboards |l;lim them A rough sur{ace takes , he 

Stain bettei than .1 smooth; and fortius reason 
many lay their clapboards with the rough sides 
out, so that they will take the Stains better and 
give a deep, rich coloring effect, nearly as good 

lences, can be stained at one-quarter or one- 

Sheds, and half the cost that would be required to 
all Rough p ;1 i, u them, and will at the same time 

Woodwork, ,„. preserved from decay much more 
I 'i.illy than if painted. We strongly recom- 
nd the cheaper Stains for the inside oi stables, 
coops, cattle-sheds, etc., where the powerful anti- 
septic properties of the Creosote are of great value 
in pr< i isites. 

'. days the Stains will dry hard and 
no odor. 



where When it is desired to collect the 

Roof Water water from the roof into a cistern, to be 
Is used. used for domestic purposes, we always 

like to be so informed when the Stain is ordered, 
because Creosote, while not in the least harmful, 
is not pleasant to taste ; and in such cases we 
so make the Stains that they will dry quicker, 
and after the first few rains leave no taste in the 
water. /// any case, whether ours or any other 
stain or paint is it sal. the first two or thre, 
should be alio;, 

into /lie cistern, he,, i use they wash off thi 
fluou 
0n y.nj oi 'lie Kt.l Stains i an be ap 

Brickwork. plied with perfect success to bricks that 
are off-color, to give them an even torn. I 
have been used many times for th 
and always with good results, the fad thai they 
cannot crack or peel being of great importance 



When it 
ains tins can usual 
; same color: or, il 
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•JUST AS GOOD," -THE SAME 
THING," ETC. 

We invented Shingle Stains, advertised them 
and made a market for them, in spite of great 
opposition. When their success was assured, 
the opposition turned to imitation. They have 
imitated our method of sampling, our colors and 
numbers, and have even copied whole phrases 
from our circulars. Imitations are never as good 
as originals, and these so-called stains are all 
thinned paints, made mostly of dry color mixed 
into benzine, kerosene or other petroleum distil- 
late, all worthless and dangerously inflammable 
but cheap. Our Stains are made of the best 
pigments, ground twice in pure linseed oil in our 
own mills, and the fixative is linseed oil boiled 
in our own kettles. Therefore insist upon hav- 
ing our Stains. Accept no substitutes and per- 
mit no adulteration. If a spurious stain is used 
on your house, or if our Stain is cheapened or 
adulterated, refuse to accept the work until it is 
made right, because the colors will fade or wash 
off, and your money will be wasted. 
= 10 = 



All of our Stains bear our trade-mark, which 
is the word "Creosote." Infringement will be 
prosecuted. 




and one-half years ago side by 
one your Stain, the other used 
'the improved shingle stain.' 
yours is as good as the day it 
other is nearly all faded out. 
using yours." 

Mr. Pleasant, Mich.. Maj 



DIRECTIONS FOR APPLICATION. 

The Stains are shipped ready for use, and 
do not require thinning. They can be either 
applied with a brush, as paint is, after the 
shingles are laid, or the shingles can be 
dipped in the Stain before laying. The color- 
ing effect is about the same in either case, 
the advantages of the dipping being that the 
shingles are more perfectly impregnated with 
Creosote (and consequently more thoroughly 
preserved), and that when the shingles shrink 
after they have been on the house some 
time, no untreated wood shows through the 
cracks. Brush coating is the cheaper method, 



Dipping. 



however. When the Stains are applied by 
dipping, it is worth while to apply a brush 
coat after the shingles are laid, as it evens 
up the color effect. raw edges 

which may be left where the shingles have 
been cut to fit corners, window frames, etc. 
It also adds to the permanency of the color. 
If applied by brush coating two coats should 
always be used, because one coat is not a thoi 
ough job in any material. 

In applying the Stains rare si Id 

" K- be thi an kepi 

are applied to dry 

wood, in order that the coloring 1 

be uniform and permanent. Shaking or rolling 

>n 
porate the pigment and tin vehich the Stain 

t,/ni/ /<■ Hi, bottom 7o/ti/ a stiek 1/11I1I 
the eoloring matter is all in II n 

a can the stirring can be 
opening in the top, but if in a b 
a keg, the head should be removed and the 
Stain stirred every time a | 

In dipping it is ai 
brushes at Ihi ping tub 

and draw the shingles through them as they 
are dipped. This sa 

it dipped in and 

■ tl town in 

on 11I the 

air will dry them quickly. 

dipped. 




COVHklNCi CAPACITY. 



Ion will cov 

..ii will COV 

3 gallons will dip : 

i he i ■ 
ing Oil No. 241 is about one-fifth less than 

iible. The 

:li wood .is on mi, 

1 ' hipped in any sizi 

Creosote 
Bleaching I 1 

Oil. 

d buildings 



-at the seashore. It grows more beautiful with 
age, and never needs renewal, while the ( re 
osote preserves the wood and prevents mildew 
and the consequent blackening of the shingles. 
This shot, 1,1 be used on tin 
number to order by is No. ;|i. and the price 
is sixty cents per gallon. 
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you 


■ years ago 




er than i 


irei n 
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look; 
facto 

April 5, 1901. 

Sample pieces of shingl 
Samples. co | ored vlth , , n about 

twenty-four shades of graj 

will be sent to any add 
application. If, upon receipt of th 
sarily small samples, it is desired to see any 
favored shades on a larger surla- 
send whole shingles stained with 
ticular shades. If none of the regular colors 
suit, please let us know what shades you are 
interested in. 

An ingenious and beautiful color -1 b 
four harmonious 1 
osote Slain effects, will also be sen- 
or we are alwa 

■ for any who wish 
will tell us the shape ol t heir hi 

Ordering 

oped on the samples, f.ive shippin 
with whom w< 

references, or with 1 .. 

with 







CABOT'S 
SHEATHING and DEAFENING "QUILT.' 

For Sheathing and Deadening in Houses, Offici 

Buildings, etc., and Insulating Refrigerators, 

Cold Storage, Poultry Houses, etc. 



This material is a rei 
conductor of both heat i 
will make a 



irkably effective non 
d sound. One layei 



warmer than if back-plastered, 
and it is six times as efficient an insulator as 
resin-sized paper. It is composed of a filling 
of indestructible sea grass, held in place be- 
tween two layers of strong manila paper by 
quilting. Each layer contains innumerable 
minute dead air spaces, forming a soft, thick 
cushion, which gives the most perfect conditions 
for confining heat and deadening sound. It 
costs less than one cent per square foot, and 
will pay for itself in fuel saved in a single winter. 
Samples will be sent on request. 
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